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provided that the cumulative storage capacity and recharge rate of the multi-site program
is equal to that of the Type 2 structure. In the case of the Indian Creek site with its slow
recharge rate, artificial recharge by injection wells, diversion to the Dry Frio River, or a
substitute multi-site program may be required to attain the computed recharge.

Reservoir operation studies were performed with the two types of recharge structures
in place to determine a theoretical, but reasonable, upper limit of recharge potential. It
should be noted that when the analyses were performed for the Type 1 structures, the Type
2 structures were not present in the model operation. Likewise, the Type 2 structures were
analyzed without the Type 1 structures in place. Operational analyses with both Type 1 and
Type 2 structures included in tandem were not performed because review of flow data
indicated that the additional recharge would likely not be sufficient to justify the
construction of both types of projects.

The theoretical recharge to the Edwards Aquifer was first calculated honoring all
existing water rights (except for several small rights located downstream of Lake Corpus
Christi). A second analysis was performed in which all water rights were honored except
those of the City of Corpus Christi in the Choke Canyon/Lake Corpus Christi (CC/LCC)
System and the several small rights located downstream of Lake Corpus Christi. Water
rights of the City of Robstown (i.e., Nueces County WCID #3) at the Calallen Diversion
Dam were among those rights honored in all analyses. The second analysis was
accomplished to determine the theoretical maximum amount of recharge potential and the
effects of that maximum recharge on the CC/LCC System yield.

Figure ES-9 shows the locations of significant water rights in the basin, including
those of Zavala-Dimmit Counties WCID #1 and rights in the Crystal City-Carrizo Springs
area. To insure protection of these (and other smaller) water rights, it will be necessary to
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install large capacity outlet works in each of the recharge structures to allow flows to be
passed at a sufficient rate to arrive downstream. Flows would only need to be passed at
those times when the recharge structures would cause an additional shortage to downstream
rights. This generally represents how the watermaster would require the recharge structures
to be operated and is the way existing water rights were satisfied in the model.

The results of the recharge calculations with the Type 1 structures in place are
presented in Table ES-2. The Type 1 structures with a combined storage of 647,600 ac-ft
provide an average gain of 85,261 ac-ft per year of recharge for the 56-year period honoring
all water rights. This represents a 26.3 percent increase in historical recharge in the Nueces
Basin. When the water rights of the CC/LCC System are not honored, a net average gain
of 113,083 ac-ft per year of recharge can be attained. This represents a 34.9 percent
increase in historical recharge in the Nueces Basin.

Table ES-3 summarizes the results for the Type 2 structures. With a combined
capacity of 380,950 ac-ft (which is 59 percent of the total storage of the Type 1 structures),
the Type 2 structures provide an average gain of 61,086 ac-ft per year of recharge if all
water rights are honored. This is a 18.9 percent increase over historical recharge in the
Nueces Basin. When the water rights of the CC/LCC System are not honored, a net
average gain of 112,884 ac-ft per year of recharge can be attained. This represents a 34.8
percent increase in historical recharge. Figure ES-10 compares the cumulative recharge for
the two types of structures for the 56-year study period.

Figure ES-11 compares the historical annual recharge with the annual recharge with
additional recharge structures for the 10-year drought period from 1947-1956. The
additional recharge with the Type 1 structures averages 19,062 ac-ft per year when all water
rights are honored and averages of 29,673 ac-ft per year if the water rights of the
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Table ES-2
Maximum Storage Capacity and Additional Recharge Potential of Type 1 Recharge Structures

Additional Recharge with New

Structures
Honoring All
Historical®* Water Rights
Maximum Average Annual Honoring All Except CC/LCC
Storage Recharge Water Rights System
Recharge Area Reservoirs (Ac-Ft) (Ac-Ft/Yr) (Ac-Ft/Yr) (Ac-Ft/Yr)
1) Nueces-West Nueces 88,018 41,309 57,510
Montell 252,300
2) Frio-Dry Frio 109,136 16,306 19,758
Upper Dry Frio 60,000
Concan 149,000
3) Sabinal 32,228 12,226 16,794
Upper Sabinal 93,300
4) Area between 94,647 15,420 19,021
Sabinal and Medina Upper Seco 23,000
Upper Hondo 47,000
Upper Verde 23,000 —
Additional Recharge 85,261 113,083
Total Recharge 324,029 409,290 437,112
Percent Increase in 26.3% 34.9%

Historical Recharge*

*Historical recharge is adjusted for three existing recharge projects and existing water rights.




Table ES-3
Maximum Storage Capacity and Additional Recharge Potential of Type 2 Recharge Structures

Additional Recharge with New

Structures
Historical*
Maximum Average Honoring All Water
Storage Annual Honoring All Rights Except
Recharge Area Reservoirs (Ac-Ft) Recharge Water Rights CC/LCC System
(Ac-Ft/Yr) (Ac-Ft/Yr) (Ac-Ft/Yr)

1) Nueces-West Nueces 88,018 37,090 55,609

Indian Creek 165,000
2) Frio-Dry Frio 109,136 10,828 21,131

Lower Dry Frio 30,000

Lower Frio 50,000

Leona 2,930

Blanco 6,580
3) Sabinal 32,228 6,844 17,956

Lower Sabinal 35,000

Little Blanco 2,930
4) Area between 94,647 6,324 18,188
Sabinal and Medina Lower Seco 28,000

Lower Hondo 28,000

Lower Verde 24,000

Eim Creek 6,940

Quihi Creek 1,570
Additional Recharge 61,086 112,884
Total Recharge 324,029 385,115 436,913
Percent Increase in 18.9% 34.8%

Historical Recharge*

*Historical recharge is adjusted for three existing recharge projects and existing water rights.




CUMULATIVE RECHARGE (ACFT)

CUMULATIVE RECHARGE (ACFT)

in millions

in miltions

25

,/"-/
/." /.
20 - RECHARGE HONORING ALL WATER A
) RIGHTS EXCEPT CCALCC SYSTEM \ Ean
- /
15 - § —_ ,,/./_..____.__._3‘
RECHARGE HONORING e ~ '
ALL WATER RIGHTS T / ;
A \’- / i
10— e e e e T __%
- |
) HISTORICAL ?
. RECHARGE
5 . {(WITH EXISTING _ B
) STRUCTURES)
7 |
1930 1940 1950 1960 1970 1980 1990
TIME (YEARS)
TYPE 1 RECHARGE STRUCTURES
25
20 - RECHARGE HONORING ALL WATER
. " RIGHTS EXCEPT CCA.CC SYSTEM \ T
- - , — \
e S
15 - e i
) RECHARGE HONORING :
- ALL WATER RIGHTS B
10 J— \*v:.—’ _/_,/,, O
_ HISTORICAL :
5 RECHARGE e
] (WITH EXISTING
. STRUCTURES)
o) -
1930 1940 1950 1960 1970 1980 1990

TIME (YEARS)
TYPE 2 RECHARGE STRUCTURES

NUECES RIVER BASIN STUDY

COMPARISONS OF CUMULATIVE
EDWARDS AQUIFER RECHARGE WITH
m ADDITIONAL RECHARGE STRUCTURES
-

HDR Enginesring. Inc. FIGURE ES-10




RECHARGE (ACFT/YR)

RECHARGE (ACFT/YR)

in thousands

in thousands

500 -~

450 —

HISTORICAL  ———— =~ RECHARGE HONORING ALL WATER -~ - =——————
. RECHARGE = RIGHTS EXCEPT CC/LCC SYSTEM 1
400 -~ (WITH EXISTING— £ — : —— - ;
> STRUCTURES)~, E]
350 ———— ~ —— E RECHARGE HONORING —
- = ALL WATER RIGHTS
300 - - = o S —

1

;

O

- I | %
- |- e R
i B =l == =
= = ;
'R ‘B B E
- = _; = = o = — = . .
-0 B BB
=l = =1 = = =]
1947 1948 1949 1950 1951 1952 1953 1954 1955 1956
TIME (YEARS)

TYPE 1 RECHARGE STRUCTURES

500 -
450 - — RECHARGE HONCRING ALL WATER
" HISTORICAL RIGHTS EXCEPT CC/LCC SYSTEM
" RECHARGE -8
400 - (wiTH EXISTING ="~
- STRUCTURES)
_ - RECHARGE HONORING - -
ALL WATER RIGHTS
300 - - - :
250 - —=
200 -~ - 4B
150 -4 - -t SN
-1 E =
100 - = | ﬂ' - - p
: = = I =N =N
50 - 1 El El- = N
z | =l A 11
0 - E = = = i

1947 1948 1949 1950 1967 1952 1953 1954 1968 1
TIME {YEARS)

TYPE 2 RECHARGE STRUCTURES

(1o}
[3)]
=3

NUECES RIVER BASIN STUDY
COMPARISONS OF EDWARDS AQUIFER
RECHARGE DURING DROUGHT WITH

A ADDITIONAL RECHARGE STRUCTURES

HDR Engineering, Inc. FIGURE ES-11




CC/LCC System are not honored. This represents a 122 and 19.1 percent increase,
respectively. For Type 2 structures, recharge for this same 10-year period could be
increased by an average of 24,073 ac-ft per year if all water rights are honored and 44,801
ac-ft per year if the water rights of the CC/LLCC System are not honored. This represents
a 15.5 and 28.8 percent increase, respectively.

It is interesting to note that about half of the increase in recharge for the Type 1
structures comes from the Montell site located on the Nueces River. This is the largest of
the recharge projects evaluated and has a maximum storage of 252,300 acre feet, which
represents 39 percent of the total storage of the Type 1 recharge reservoirs. For the Type
2 recharge reservoirs, the largest increase in recharge is provided by the Indian Creek site,
which is also located on the Nueces River. This site has a maximum capacity of 165,000
acre feet, which represents 43 percent of the total storage of the Type 2 structures and
provides between 49 percent and 61 percent of the additional recharge depending on which
water rights are honored. For both the Montell and Indian Creek sites, recharge rates
which exceed the natural recharge rate of the Nueces River were used in the model. This
was done in order to use the full storage potential of these sites. It was assumed that
injection wells or diversion to the Dry Frio River would be used to achieve the recharge
rates necessary to fully use the water stored in these sites. Further detailed analyses will be
necessary for these two sites to determine if recharge in this portion of the aquifer, which
is west of the Knippa Gap, will benefit eastern portions of the aquifer or simply enhance
spring flows at Leona Springs at Uvalde.

The recharge figures presented herein generally represent a theoretical upper limit
of increases in annual recharge if all recharge projects are fully developed. Although it is
not likely that all projects will be fully developed, future appropriations of water in
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watersheds with fully developed projects will be limited. It is likely that further study will
show that the actual recharge attainable from these recharge structures will be less than
presented herein when considering the economic, environmental, or structural factors.
Additionally, the storage capacities of some sites may be limited by geologic or man-made

features.
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5. Summary of Channel Losses and Long-term Trends in Runoff Characteristics

Downstream of Recharge Zone

To determine the effects of the recharge projects on the yield of the CC/LCC

System, channel loss rates were calculated for major stream reaches downstream of the

recharge zone. The resuits of these channel loss computations are summarized in Table ES-

4 for each of the four major reaches. Channel loss rates for the seven reaches analyzed

ranged from a low of 0.36 percent per mile for the Derby to Calliham reach on the Frio

River to a high of 0.65 percent per mile for the Uvalde to Asherton reach of the Nueces

River. Channel losses computed for the braided reach of the Nueces River averaged 0.43

percent per mile and were within the range of loss rates estimated by the USGS during

previous studies. Generally, channel loss rates were higher in aquifer outcrop areas.

Table ES-4
Summary of Channel Losses Downstream of Recharge Zone

Reach Percent of

Length Upstream
River Reach (miles) Flow Lost
Nueces River between Uvalde and Lake Corpus Christi 291.4 84.5
Frio River between Recharge Zone and Choke Canyon
Reservoir 1737 66.3
Frio and Nueces Rivers between Choke Canyon Reservoir 63.3 29.7
and Lake Corpus Christi
Nueces River between Lake Corpus Christi and Calallen
Dam 35 7.0*

*Represents average water delivery loss rate as determined by several TWDB and USGS investigations.

Channel losses were computed between all control points (gage locations) located

downstream of the recharge zone by performing a long-term analysis on each reach for the

period of concurrent gage records. Intervening flows arriving at the downstream end of each

reach were estimated using a modified SCS curve number procedure and composite monthly
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precipitation. The percentage of flow at the upstream control point arriving at the
downstream control point was computed for each month and tabulated. The final long-term
channel loss rate was then computed by averaging the flow volumes from only these months
when losses were between O percent and 100 percent. Months when losses were calculated
to be greater than or equal to 100 percent (i.e.,, estimated intervening flow exceeds
measured downstream flow) and months when no losses were calculated (i.e., measured
downstream flow minus intervening flow exceeds measured upstream flow) were not
included in the averages as these months represent extreme or impossible conditions which
are a result of inaccuracies inherent in estimating monthly runoff for large intervening
watersheds on the basis of monthly precipitation records and estimated curve numbers.

Analyses of long-term trends in streamflow were performed to determine if runoff
characteristics have been influenced over time by changes in rangeland and agricultural
practices in the watershed. Methods used for these analyses have limited accuracy due to
the naturally wide variations in rainfall and runoff patterns in a basin the size of the Nueces.

In an attempt to identify trends in selected portions of the basin, 10-year moving
average analyses of rainfall and runoff were performed at eight long-term gage locations.
Annual rainfall and runoff totals were tabulated and 10-year moving averages calculated for
the S6-year period from 1934 through 1989. The results of these analyses are summarized
in Figure ES-12, which includes graphs showing runoff expressed as a percentage of rainfall
at all eight sites.

A review of Figure ES-12 shows that runoff as a percentage of rainfall for two
watersheds (i.e., Atascosa River at Whitsett and Nueces River at Three Rivers) may exhibit
downward trends in runoff over the period. A check to see if these apparent trends were
statistically significant was performed using annual rainfall and runoff values. As these
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statistical analyses were inconclusive, no adjustments to historical streamflows were included

- in the model to account for any long-term changes in runoff characteristics.
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6. Firm Yield of Choke Canyon Reservoir and Lake Corpus Christi System without

Additional Recharge Structures

Reservoir operation studies were performed on the CC/LCC System for both 1990
and 2040 reservoir sediment conditions to determine the firm yield of the system. The firm
yield of a reservoir system is defined as the quantity of water which can be reliably diverted
year after year from the reservoir system without a shortage. The period of record for this
study is the 1934 through 1989 period, which included significant droughts in the 1950’s,
1960’s, and 1980’s. The firm yield of a reservoir system will vary depending on sediment
accumulation, operating rules, and, in the case of the CC/LCC System, the location where
water is actually diverted. Studies were performed for both 1990 and 2040 reservoir
sediment conditions as well as for two sets of system operating rules (i.e., Phases II and IV
of the City of Corpus Christi’s reservoir operation plan). Estimates of system firm yield
reported in this study include the losses associated with delivery of water from Lake Corpus
Christi to the Calallen diversion facility. Previous estimates of system firm yield by the U.S.
Bureau of Reclamation (USBR) and TWDB have been based on direct diversion of water
from Lake Corpus Christi.

Under the present reservoir operation policy (i.e., Phase II), 2,000 ac-ft are released
each month from Choke Canyon Reservoir until the level in Lake Corpus Christi drops to
88 feet-MSL, which is 6 feet below conservation level. At this point, monthly releases from
Choke Canyon are increased based on water supply requirements at Lake Corpus Christi
sufficient to maintain an operating level of 88 feet-MSL. When the elevation of Choke
Canyon Reservoir drops below elevation 155 feet-MSL, releases are reduced and remaining
storage in Lake Corpus Christi is depleted. Under the Phase IV operation policy, 2,000 ac-ft
are released each month from Choke Canyon Reservoir until the level in Lake Corpus
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Christi drops to 76 feet-MSL, which is 18 feet below conservation level. Figure ES-13 shows
lake level fluctuations for 1990 sediment conditions for both reservoirs when operated at
firm yield demands in accordance with Phase II and IV policies.

Firm yield analyses were performed considering two cases of water use by upstream
water rights. Case 1 included existing upstream water rights diverting at 1988 reported use
levels. Case 2 included existing upstream water rights diverting at full permitted
authorization. Phase IV policy was analyzed first, considering both Case 1 and Case 2
conditions of upstream use. For Case 1 conditions, the firm yield of the CC/LCC System
was determined to be 224,400 ac-ft per year for 1990 sediment conditions and 204,100 ac-ft
per year for 2040 sediment conditions. Under Case 2 conditions, the firm yield of the
system was reduced by 2.0 percent to 220,000 ac-ft per year for 1990 sediment conditions
and by 3.2 percent to 197,500 ac-ft per year for 2040 sediment conditions. The effect of
increased usage by existing upstream rights was to reduce the 1990 firm yield by 4,400 ac-ft
per year and the 2040 firm yield by 6,600 ac-ft per year.

Firm yield analysis were next performed for the existing Phase II policy with
upstream water ﬁghts diverting at full permitted authorization (i.e., Case 2 conditions). For
1990 sediment conditions the yield was determined to be 187,800 ac-ft per year, which is
32,200 ac-ft per year or 14.6 percent less than the comparable yield using the Phase IV
policy. For 2040 sediment conditions the system yield was determined to be 169,700 ac-ft
per year, which is 27,800 ac-ft per year or 14.1 percent less than the comparable yield using
the Phase IV policy.

Lake level fluctuations for the entire 56-year period analyzed are shown in Figure
ES-13 for both operation policies and show the differences in the timing of the critical
drought. Under the Phase IV policy, the critical drought occurred from 1961 through 1964.
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However, with the Phase II policy in place, the critical drought occurred during the 1947
through 1956 period.

Permanent operating rules defining the water requirements for the Nueces Estuary
have not been adopted by the Texas Water Commission (TWC). These rules are
anticipated to be finalized sometime in 1991. However, a worst case scenario of providing
at least 151,000 ac-ft per year to the estuary of return flows, spills or releases from Lake
Corpus Christi was analyzed without regard to the release abeyance provisions in the interim
TWC order issued August 10, 1990. The results of these analyses are summarized in Table
ES-5, which shows that the yield would be reduced by about 25 percent for both 1990 and
2040 sediment conditions if the full 151,000 ac-ft were released each year without regard to
the release abeyance provisions in the interim order.

The year 2010 firm yield of the CC/LCC System is approximately 184,100 ac-ft per
year under Phase II policy with full diversions by upstream rights. This yield is about 64,900
ac-ft per year or 26.1 percent less than the 2010 firm yield of 249,000 ac-ft per year as
estimated by the Bureau of Reclamation (Bureau). (The original Bureau yield of 252,000
ac-ft per year has recently been revised to 249,000 ac-ft per year based on refined yield
studies by the Bureau.) Although a detailed analysis of factors contributing to the difference
between the Bureau’s yield and those calculated in this report has not been performed, one
major difference is that the Bureau calculates yield at the lakes and does not include
channel losses affecting water released from both Choke Canyon Reservoir and Lake
Corpus Christi downstream to the Calallen Diversion Dam. This study calculates system
yield based on water delivered to Calallen. Another significant difference between this
study and the Bureau’s yield estimate is the conservation capacity of Lake Corpus Christi.

Results of a recent sediment survey indicate that by the year 2010, Lake Corpus Christi will
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have a capacity of about 212,353 ac-ft or 47,647 ac-ft less than the capacity used by the

Bureau in their studies.

Table ES-§
Firm Yield of Choke Canyon Reservoir and Lake Corpus Christi System
with No Additional Recharge Structures

System Firm Yield

1990 Sediment 2040 Sediment
(Ac-Ft/Year) (Ac-Ft/Year)

ith 1 f - *

A) Phase IV Policy
Case 1) Upstream Water Rights
Diverting at 1988 Use Levels 224,400 204,100

Case 2) Upstream Water Rights
Diverting at Full Authorization
220,000 197,500
B) Phase II Policy
Case 2) Upstream Water Rights
Diverting at Full Authorization

187,800 169,700
I._With Full Rel 151 - E bk

A) Phase IV Policy
Case 1) Upstream Water Rights
Diverting at 1988 Use Levels 171,700 152,700

Case 2) Upstream Water Rights
Diverting at Full Authorization
166,300 147,300
B) Phase II Policy
Case 2) Upstream Water Rights
Diverting at Full Authorization

122,400 107,100

*Assumes that only 47% of water diverted is returned to the estuary. For the six yields shown, this would
vary from a minimum of 79,800 ac-ft per year to a maximum of 105,500 ac-ft per year of return flows.

** Assumes 47% of water diverted contributes to return flows with balance of 151,000 ac-ft per year coming
first from spills, if available, and any remainder coming from releases.
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7. Firm Yield of Choke Canyon Reservoir and Lake Corpus Christi System with

Additional Recharge Structures

Reservoir operation studies were performed on the CC/LCC System for 1990
sediment conditions to determine the impacts of the two types of recharge structures on
reservoir inflows, system yield, average lake levels, and required releases to the estuary. The
senior rights of the Choke Canyon/Lake Corpus Christi System were not honored. Phase
IV operation policy for the CC/LCC System was used and upstream water rights were
diverted at their full authorization subject to water availability.

Type I recharge structures were the first group analyzed. These are the seven
reservoirs located upstream of the recharge zone which would catch water and then
gradually release it at a rate that allows maximum recharge efficiency. Reservoir operation
studies of the CC/LCC System with all seven Type 1 structures in place show that inflows
to the CC/LCC System would be reduced on the average 37,800 ac-ft per year or 5.0
percent, and the 1990 system yield would decrease 3,900 ac-ft per year to 216,100 ac-ft per
year. This is a decrease of 1.8 percent of the 1990 yield without additional recharge
structures. A éomparison of average lake levels with and without the Type 1 recharge
reservoirs in place indicates that the average level of Lake Corpus Christi will be reduced
by 0.06 feet. At Choke Canyon Reservoir, the average reduction is 0.52 feet.

Type 2 reservoirs were the second group of recharge structures analyzed. These are
the twelve reservoirs located within the recharge zone which, after filling, immediately
recharge the aquifer. CC/LCC System yield analysis with Type 2 structures in place shows
that inflows to CC/LCC System would be reduced on the average 40,700 ac-ft per year or
5.4 percent, and the 1990 system yield would decrease 5,800 ac-ft per year to 214,200 ac-ft
per year. This is a decrease of 2.6 percent of the 1990 yield without additional recharge
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structures. A comparison of average lake levels with and without the Type 2 recharge
reservoirs in place indicates that the average level of Lake Corpus Christi will be reduced
by 0.03 feet. At Choke Canyon Reservoir, the average reduction is 0.41 feet. A summary
of the firm yield analyses of the CC/LCC System with and without additional recharge
structures is given in Table ES-6.

Additional analyses were performed to determine the impact the recharge structures
would have on the ability of the CC/LLCC System to meet the 151,000 ac-ft requirement for
inflows to the Nueces Estuary. The results of these analyses indicated that, under Phase IV
operation policy, spills from Lake Corpus Christi were affected within the 151,000 ac-ft
criteria in only six out of the 56 years analyzed. The reduced spill volume, which would
have to be made up from additional reservoir releases, averaged 175 ac-ft per year for Type
1 structures and 206 ac-ft per year for Type 2 structures. Although these analyses showed
that the recharge projects will not significantly impact the existing 151,000 ac-ft estuary
requirement, an additional analysis should be performed when final operating rules are

established by the TWC.

Table ES-6
Firm Yield of Choke Canyon Reservoir and Lake Corpus Christi System
with Additional Recharge Structures

1990 System Firm % Decrease from
Yield* __Baseline
(Ac-Ft/Year)
Baseline - No Additional
Recharge Structures 220,000 ---

Case 1) With Seven Type 1

Recharge Structures 216,100 1.8
Case 2) With Twelve Type 2

Recharge Structures 214,200 2.6

*Firm yield for Phase IV policy as calculated at Calallea Dam without regard to meeting 151,000 ac-ft
release fgir] e;lthuary All runs assume upstream water rights are diverting at full authorization subject to
water availability.
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8. Comparison of CC/LCC System Yield with Projected Water Demands

In the 12-county Choke Canyon/Lake Corpus Christi service area, population in 1980
was 502,058 and combined municipal and industrial (i.e., manufacturing) water use from
ground and surface water sources was 146,615 ac-ft. The twelve counties in this service area
include the four coastal counties of Aransas, San Patricio, Nueces, and Kieberg and the
eight inland counties of Atascosa, Bee, Refugio, Live Oak, McMullen, Duval, Jim Wells, and
Brooks. According to estimates prepared by the Texas Water Development Board,
population in these counties is projected to increase to between 615,583 and 633,509 by
2000; to between 755,184 and 837,112 by 2020; and to between 913,637 and 1,051,681 by
2040. Projected water requirements (with conservation), considering only municipal and
industrial needs, range between 174,000 and 183,000 acre-feet per year for the year 2000.
Projected water requirements for 2020 range between 196,000 and 226,000 acre-feet per year
and, for 2040, range between 235,000 and 283,000 acre-feet per year.

Presently, not all municipal and industrial (M&I) water users in the 12-county service
area are supplied from the CC/LCC System, The latest water use data from the TWDB
indicates that inv 1985 about 34,000 ac-ft of demand in the 12-county area was met by water
sources other than the CC/LCC System. Approximately 74 percent of this demand, or
25,000 ac-ft, was met from ground water sources. Although it is impossible to accurately
predict when, and if, other entities will be supplied by the CC/LCC System, two scenarios
have been prepared for the purpose of estimating the potential impact on system demands.
These two scenarios include a best case (with respect to minimizing system demand) and
a probable case. The best case scenario assumes that 34,000 ac-ft of the 12-county area
demand will continue to be supplied from ground and surface water sources other than the
CC/LCC System throughout the 1990 to 2040 period. The probable case scenario assumes
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that use of the 34,000 ac-ft will gradually decline as reliance on ground water sources is
reduced so that, by the year 2020, only 17,000 ac-ft per year of demand will be met from
sources other than the CC/LCC System. Table ES-7 shows the projected M&I demands for

the CC/LCC System for both scenarios for the 1990 through 2040 period for both low and

high growth rates.
Table ES-7
Projected M & I Demands for CC/LCC System
Percent of 12-
Total 12-County Demand Met From Demand on County M&I1
M&I Demand Other Sources CC/LCC System Demand on
Year Ac-Ft/Yr Ac-Ft/Yr Ac-Ft/Yr CC/LCC System
I. Best Case Scenario
Low Growth
1990 162,446 34,000 128,446 79
2000 174,082 34,000 140,082 80
2010 181,458 34,000 147,458 81
2020 196,355 34,000 162,355 83
2030 219,705 34,000 185,705 85
2040 234,710 34,000 200,710 86
High Growth
1990 164,194 34,000 130,194 79
2000 183,459 34,000 149,459 81
2010 199,092 34,000 165,092 83
2020 226,110 34,000 192,110 85
2030 259,817 34,000 225,817 87
2040 282,794 34,000 248,794 88
II. Probable Case Scenario
Low Growth
1990 162,446 31,500 130,946 81
2000 174,082 26,500 147,582 85
2010 181,458 21,500 159,958 88
2020 196,355 17,000 179,355 91
2030 219,705 17,000 202,705 92
2040 234,710 17,000 217,710 93
High Gr
1990 164,194 31,500 132,694 81
2000 183,459 26,500 156,959 86
2010 199,092 21,500 177,592 89
2020 226,110 17,000 209,110 92
2030 259,817 17,000 242,817 93
2040 282,794 17,000 265,794 94
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Comparisons of projected water demands with system yield estimates are presented
in Figure ES-14 for the best case demand scenario and in Figure ES-15 for the probable
case demand scenario. The upper graph on Figure ES-14 shows that for the best case
scenario, if no additional recharge structures are constructed, the yield of the system
(without considering releases to the estuary) will meet the service area needs until sometime
between the years 2014 and 2025 under the existing Phase II operation policy and until
between 2024 and 2039 under Phase IV operation policy. Phase II operation policy is the
City of Corpus Christi’s present system operation policy. Under this policy, the level of
Lake Corpus Christi is generally stabilized at elevation 88 feet msl. Under the City’s Phase
IV operation policy, the level of Lake Corpus Christi is not stabilized until the lake level
drops to elevation 76 feet msl. The bottom graph on Figure ES-14 shows that if an absolute
requirement for 151,000 ac-ft per year of estuary inflows is met, without suspending releases
during drought conditions, then the yield of the system is presently not adequate to meet
demands under Phase Il operation policy. The firm yield under Phase IV operation policy
will meet the service area needs until sometime between 2008 and 2016. Under the best
case demand scenario, between 3,200 and 141,700 ac-ft per year of additional water will be
needed by the year 2040, depending on the growth rate, system operation policy, and the
final impact of permanent operating rules for estuary releases on system yield.

The upper graph on Figure ES-15 shows that for the probable case demand scenario,
the yield of the system (without considering releases to the estuary) will meet the service
area needs until sometime between the years 2010 and 2018 under Phase II operation policy
and until between 2020 and 2030 under Phase IV operation policy. The bottom graph on
Figure ES-15 shows that if an absolute requirement for 151,000 ac-ft per year of estuary
inflows is met, then the yield of the system is presently not adequate to meet demands under
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Phase II operation policy. The firm yield under Phase IV operation policy will meet the
service area needs until sometime between 2002 and 2009. Under the probable case
scenario, between 20,200 and 158,700 ac-ft per year of additional water will be needed by
the year 2040, depending on the growth rate, system operation policy and the final impact
of permanent operating rules for estuary releases on system yield.

In order to meet the projected water demands of the CC/LCC service area,
additional water supplies will be needed. The timing of the development of the additional
supplies will vary depending on growth rates, the number of new customers, the final TWC
bay release requirements, system operation policy, and whether or not additional recharge
structures are constructed. Additional water supply alternatives available to the 12-county

service area include the following:

* Construction of a pipeline from Choke Canyon Reservoir to either Lake Corpus
Christi or the ON. Stevens Water Treatment Plant at Calallen to avoid natural
channel losses which are significant under existing operating conditions;

* Construction of a pipeline from Lake Corpus Christi to the O.N. Stevens Water
Treatment Plant to avoid natural channel losses (this pipeline could also serve as a
portion of the pipeline to Choke Canyon);

* Construction of a diversion dam, pump station, and pipeline from a point on the
Nueces River (either near Simmons or below Three Rivers) to pump flows into Choke
Canyon Reservoir at those times when Lake Corpus Christi is above a specified level
and Choke Canyon is below conservation level;

* Construction of a pump station and pipeline from near Lake Texana to either a new
treatment plant located in the eastern portion of the service area or to the O.N.
Stevens Water Treatment Plant; or

* Construction of a diversion dam, pump station, off-channel balancing reservoir, and
pipeline from the Guadalupe River (and/or San Antonio River) to either a new
treatment plant located in the eastern portion of the service area or to the O.N.
Stevens Water Treatment Plant. (This project could serve as the first phase of the
pipeline to Lake Texana.)
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9. Impact of Additional Recharge Projects on Inflows to the Nueces Estuary

According to studies of the Nueces Estuary performed by the Texas Water
Development Board, approximately 87 percent of historical fresh water inflows were
contributed by water which originated upstream of Lake Corpus Christi. To determine the
impacts of the recharge structures on inflows to the estuary, a comparison of average annual
spills at Lake Corpus Christi (with full use of the system yield) was made for the 56-year
study period. As shown in Table ES-7, spills at Lake Corpus Christi under 1990 sediment
conditions and Phase IV operations averaged 288,000 ac-ft per year without any additional
recharge structures. With all seven Type 1 structures in place, annual spills were reduced
by 15,800 ac-ft per year or 5.5 percent on the average. The year in which the largest impact
on the total spill volume occurred was 1935 when spills were reduced by 137,500 ac-ft or 6.0
percent. With all twelve Type 2 structures in place (and no Type 1 structures), annual spills
were reduced by 15,200 ac-ft per year or 5.3 percent on the average. The year in which the
largest impact on the total spill volume occurred was 1935 when spills were reduced by
136,800 ac-ft or 6.0 percent.

A comparison of the number of months with spills at Lake Corpus Christi was made
with and without the recharge structures in place. For 1990 sediment conditions, Phase IV
operation policy, and a firm yield demand of 220,000 ac-ft per year being diverted from the
system, Lake Corpus Christi spills in 117 of the total 672 months analysed or 17.4 percent
of the months. When the same analysis is performed with either the Type 1 or Type 2
recharge structures in place, Lake Corpus Christi spills in 112 or 113 of the total 672 months
or approximately 16.7 percent of the months. This represents approximately a 4 percent

reduction in the number of spill months.
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Table ES-7
Reduced Inflow to Corpus Christi Bay System
with Additional Recharge Structures

Decrease
1990 System from
Spills Baseline % Decrease from

(Ac-Ft/Year) (Ac-Ft/Yr) Baseline

Baseline - No Additional 288,000 -—-- -
Recharge
Structures
Case 1) With Seven Type 1 272,200 15,800 5.5
Recharge Structures

Case 2) With Twelve Type 2 272,800 15,200 53

Recharge Structures
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10.

Conclusions
Significant study findings and conclusions are as follows:

* Historical recharge to the Nueces River Basin portion of the Edwards

Aquifer can be increased by an average of about 85,300 ac-ft per year if all
seven Type 1 recharge structures are constructed and all water rights are
honored. This represents an increase of about 26.3 percent in the
historical average recharge to the Nueces River Basin portion of the
Edwards Aquifer from surface water sources. Recharge during the 10-year
drought period from 1947 through 1956 could be increased by about 19,100
ac-ft per year or 12.3 percent of the historical average during this 10-year
period.

Recharge with all twelve Type 2 recharge structures in place can be
increased on the average by about 61,100 ac-ft per year or 18.9 percent if
all water rights are honored. For the 1947-1956 drought period, recharge
could be increased by about 24,100 ac-ft per year or 15.5 percent.

The recharge estimates in this report represent a theoretical maximum and
are subject to significant reductions due to likely economic, environmental,
structural, and political limitations on more detailed review.

With no additional recharge structures in place, the firm yield of the
CC/LCC System under Phase IV operating policy is 220,000 ac-ft per year
for 1990 conditions and 197,500 ac-ft per year for 2040 conditions. These
yields are based on existing water rights diverting at full authorization and
do not consider the full release of 151,000 ac-ft per year to the Nueces
Estuary. If system releases needed to insure 151,000 ac-ft of annual
estuarine inflows are made, without abeyance provisions for drought
conditions, then the 1990 firm yield is 166,300 ac-ft per year and the 2040
firm yield is 147,300 ac-ft per year.

With no additional recharge structures in place, the firm yield of the
CC/LCC System under Phase II operating policy is 187,800 ac-ft per year
for 1990 conditions and 169,700 ac-ft per year for 2040 conditions. These
yields are based on existing water rights diverting at full authorization and
do not consider the full release of 151,000 ac-ft per year to the Nueces
Estuary. If system releases needed to insure 151,000 ac-ft of annual
estuarine inflows are made, without abeyance provisions for drought
conditions, then the 1990 firm yield is 122,400 ac-ft per year and the 2040
firm yield is 107,100 ac-ft per year.

The 1990 firm yield of the CC/LCC System would be reduced by up to
3,900 ac-ft per year with the implementation of all seven Type 1 recharge

structures, if these structures were operated not to honor the water rights
of the CC/LCC System.
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The 1990 firm yield of the CC/LCC System would be reduced by up to
5,800 ac-ft per year with the implementation of all twelve Type 2
structures, if these structures were operated not to honor the water rights
of the CC/LCC System.

The firm yield of the CC/LCC System is not adequate to meet the system
demands over the next 50 years.

The City of Corpus Christi will need to develop an additional water supply
to supplement the yield of the CC/LCC System within the next several
decades depending on growth rates, the number of new customers,
reservoir operation policy, construction of additional recharge projects, and
the impact of the final TWC operating rules on the Nueces Estuary.

If fully implemented, the Type 1 recharge structures will reduce inflows to
the Nueces Estuary by an average of about 15,800 ac-ft per year. The
construction of all Type 2 recharge structures will reduce inflows by about
15,200 ac-ft per year. These figures represent between 5.3 and 5.5 percent
of the average annual spill volume at Lake Corpus without recharge
projects. The average number of spill events will be reduced by about 4
percent with either type of recharge structures.

If all seven Type 1 recharge structures are implemented, average inflows
to the CC/LCC System will be reduced by 37,800 ac-ft per year or 5.0
percent. Average reservoir water levels at Choke Canyon Reservoir would
be reduced by 0.52 feet and at Lake Corpus Christi by 0.06 feet.

If all twelve Type 2 recharge structures are implemented, average inflows
to the CC/LCC system will be reduced by 40,700 ac-ft per year or 5.4
percent. Average reservoir water levels at Choke Canyon Reservoir would
be reduced by 0.41 feet and at Lake Corpus Christi by 0.03 feet.

Methods used by the USGS to develop annual estimates of recharge to the
Edwards Aquifer significantly over-estimate recharge in wet years.
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11.

Recommendations

The findings of this study indicate that recharge to the Edwards can be substantially

enhanced by the construction of additional recharge structures. In order to determine

whether these projects are truly feasible and to quantify potential benefits to well yields and

springflows, the following additional studies are recommended:

1)

2)

3)

4)

5)

6)

Benefit/cost analyses of individual recharge projects should be performed considering
environmental, geologic, and structural feasibility with costs and environmental
impacts compared to other potential water supply projects;

The Texas Water Development Board model of the Edwards Aquifer should be
updated to work on a monthly (rather than annual) time step. The model should
then be used to evaluate the various recharge options to determine benefits to well
yields and springflows;

Depending on favorable results from Item 2, the TWDB model and the recharge
portion of the model developed in this study should be combined into one model to
further evaluate whether additional benefits could be obtained by adopting a delayed
release policy for the Type 1 reservoirs. Under this type of policy, reservoir releases
could be tied to aquifer levels and contribute recharge during drought periods when
it is needed the most;

The interim TWC order should be evaluated to determine impacts on firm yield of
CC/LCC System and inflows to the Nueces Estuary;

A water supply alternatives study should be undertaken by the City of Corpus Christi
to determine the most feasible and economical alternatives to meet the long term
needs of the CC/LCC service area; and

A new recharge model of the Edwards Aquifer should be developed which combines
appropriate elements of the USGS and HDR recharge procedures.
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